
FAIRFIELD DIRECT VENT GAS STOVES

Monessen

Introducing the Fairfield freestanding Direct Vent Stove from Monessen!
With its contemporary style and traditional warmth, the Fairfield will add the natural beauty of fire

to any room. Available in two sizes and with up to 30,000 BTUs, the Fairfield offers optional

remote controls, allowing you to operate your stove from anywhere in the room. Whether you

choose the 24 inch model with the large single viewing window or the 34 inch model with its

window of three-sided ceramic glass – you’ll be impressed with the Fairfield’s durable warmth and

timeless beauty.



To avoid personal injury or property damage, the product described by this brochure must be installed, operated and maintained in strict compliance with the instructions packaged with the
product and all applicable building or fire codes. Contact local building or fire officials about restrictions and installation inspection requirements. All photographs and drawings on this
brochure are for illustrative purposes only and are not intended for, nor should they be used as a substitute for the instructions packaged with the unit. Appearance and specifications of the
product are subject to change without notice. © 2009 Monessen Hearth Systems Co.
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Monessen

Direct Vent Gas Stoves

Standard Features Trims & Options

Model RFSDV24 RFSDV34

BTU / HR 14,000-20,000 NG / 15,000-20,000 LP 21,000-30,000 NG / 22,500-30,000 LP

FE Ratings (Cdn. Fireplace Efficiency) UP TO 65.3% UP TO 72.1%

Afue Efficiency UP TO 63% UP TO 70%

Thermal Efficiency 82% NG & 83% LP  83% NG & 84% LP

Dimensions (Actual) 23”W x 28 3/4”H x 16 5/8”D 26 1/4”W x 31 1/2”H x 19 3/8”D

Your Monessen Dealer:

RFSDV24 Charcoal Gray color with optional gold door trim

Image on front – RFSDV34 Charcoal Gray
with three-sided ceramic glass viewing window

RFSDV24:
• 20,000 BTUs natural gas and propane
• Charcoal Gray color
• Patented Insta-Flame Ceramic Burner System
• Four piece Split Oak Ceramic Fiber Log Set
• Ceramic glass front window
• One-touch on/off control
• Standing pilot ignition, requires no electricity
• Can be installed through-the-wall or through the roof

RFSDV34:
• 30,000 BTUs natural gas and propane
• Charcoal Gray color
• Total System Control (TSRN, TSRP) features
all-in-one valve construction, no additional fan
or remote system required
• Exclusive Insta-Flame Radiant Ceramic Burner
• Six authentic “split oak” logs
• Three-sided ceramic glass viewing window

RFSDV24 Options:
• Gold door trim
• Variable speed, heat-activated fan kit

RFSDV34 Options:

• Antique or pewter window trim & flue rings

• Polished brass window trim (flue rings extra)

Also Available:
• Charcoal Gray, polished brass or pewter flue rings
• Natural vent flue adaptor
• Ambient Technologies Remote Controls

HPBA
Hearth, Patio & Barbecue Association


